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We report on the production of nanoscale patterning on Si substrates by
low-energy ion-beam sputtering. The surface morphology and structure of
the irradiated surface were studied by atomic force microscopy (AFM) and
high-resolution transmission electron microscopy (HRTEM). Under ion
irradiation at off-normal incidence angle (∼50◦), AFM images show the
formation of both nanoripple and sawtooth-like structures for sputtering
times longer than 20 min. The latter feature coarsens appreciably after
60 min of sputtering, inducing a large increase in the surface roughness.
This behaviour is attributed to the preferential direction determined on the
substrate by the ion beam for this incidence angle, leading to shadowing
effects among surface features in the sputtering process. Under irradiation at
normal incidence, the formation of an hexagonal array of nanodots is
induced for irradiation times longer than 2 min. The shape and crystallinity
of the nanodots were determined by HRTEM. At this incidence angle, the
surface roughness is very low and remains largely unchanged even after 16 h
of sputtering. For the two angle conditions studied, the formation of the
corresponding surface structures can be understood as the interplay between
an instability due to the sputtering yield dependence on the local surface
curvature and surface smoothing processes such as surface diffusion.
1. Introduction
The production of nanocrystalline semiconductor structures
has awakened great interest due to their application in
optoelectronic and electronic devices. In particular, for silicon-
based devices, this interest is enhanced by the lack of an optical
emitter compatible with standard Si-based ultra-large-scale-
integration (ULSI) technology [1]. Silicon has an indirect
energy bandgap and, therefore, is highly inefficien as a
light source. However, light-emitting properties from Si are
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obtained in quantized systems [2], where the typical lengths are
around a few nanometres. Thus, findin a procedure for the
controlled production of semiconductor, particularly silicon,
nanostructures remains a key requirement for the development
of future optoelectronic and electronic devices. Among the
different techniques currently employed for the production of
semiconductor nanostructures, ion-beam sputtering (IBS) has
recently proved to be an attractive option [3–12].
Different nanostructures can be produced on a semicon-
ductor surface by IBS depending on the incidence angle.
Specificall , both under normal incidence [3] and under off-
normal incidence but with simultaneous substrate rotation [4],
IBS induces the formation of hexagonal arrays of nanodots.
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The formation of nanodots by IBS has been reported on
GaSb [3], InP [4] and, recently, on Si by the present au-
thors [5]. The production of ordered arrays of nanodots on
Si and Ge is important, since it can open the way to fabricat-
ing nanostructures on the technologically relevant group IV
semiconductor materials. Such structures could be applied in
the production of quantum dots for quantum devices as well
as of black surfaces for optoelectronic and photovoltaic ap-
plications [3]. The possibility in which nanodot formation
might be achieved on epitaxial silicon layers grown on a higher-
bandgap substrate would be of particular relevance. In such a
system quantum confinemen effects might be observed in the
photoluminiscence emission spectra. It is worth mentioning
that such a property has already been reported for GaSb/AlSb
bombarded under normal-incidence conditions [3]. In con-
trast, for off-normal incidence a nanoripple morphology is in-
duced [6], the orientation of the ripple grooves being parallel or
perpendicular to the ion-beam direction for incidence angles to
the substrate normal below and above a critical value (usually
in the 60◦–70◦ range), respectively [7]. Experimentally, ripple
patterning has been observed in amorphous materials [8], met-
als [9] and semiconductors [10–12]. Another interesting tech-
nological application of both nanodot and nanoripple-induced
morphologies is the possibility of using them as templates for
the serial production of controlled nanopatterns on polymeric
materials [13].
The production of these nanostructures by IBS is
based [14–16] on the interplay between the sputtering pro-
cesses, which depend on the local surface curvature, and sur-
face diffusion smoothing processes, which depend on the sur-
face temperature. For the technological applications men-
tioned, control of size, uniformity, roughness and spatial or-
dering of the different morphologies is required. Therefore, a
systematic study of the dependence of these properties on pro-
cess parameters is required in order to understand completely
the underlying physical mechanisms and to gain complete con-
trol of the technique. Thus, in this paper, we address the study
of the temporal evolution of ripple and dot morphologies on Si
surfaces (i.e. their dependence on the ion dose) with the aim
of characterizing the features of the different nanopatterns ap-
pearing, as well as their dependence on the ion dose and the
angle of incidence. This kind of quantitative and qualitative
analysis is needed in order to be able to fabricate in the future,
in a controlled way, a given nanopattern on a silicon surface. In
this sense, the study of the different morphological behaviours,
namely their corresponding temporal and length scales, be-
comes crucial for any attempt to fabricate nanopattern struc-
tures, since it allows us to identify the physical mechanisms
responsible for them [14–16], which determine the dynamics
of the system.
2. Experiment
The samples were processed in a high-vacuum chamber with
a base pressure of 2 × 10−7 mbar. In all our studies, we used
single-crystal n-type Si(100) substrates (phosphorus doped and
0.3–1  cm). Prior to entering the chamber, the substrates were
cleaned sequentially in ultrasonic baths with trichloroethylene,
acetone and methanol. The ion beam was provided by a
commercial 3 cm Kauffman ion gun. The samples were
irradiated with 1.2 keV Ar+ ions at an incidence angle of 50◦
with respect to the substrate normal for the production of ripple
structures and at normal incidence for nanodot formation. As
the etch rate for normal incidence is found to be twice that for
50◦ incidence, and remembering that the ion current density
is reduced to one-quarter of its normal value, the effective
sputtering coefficien at 50◦ must be twice that for normal
incidence. This result is actually in agreement with the known
∼ cos−n θ (1 < n < 2) dependence of the sputtering yield
on the ion incidence angle for non-glancing beams [14, 17].
The experiments were performed at room temperature and the
sputtering time, i.e. ion dose, was varied from 1 up to 960 min.
The resulting surface morphology was characterized
by atomic force microscopy (AFM) and high-resolution
transmission electron microscopy (HRTEM). The AFM
measurements (Nanoscope IIIa) were performed in air and in
tapping mode, using Si cantilevers with a radius of curvature
of ∼10 nm. Specimens suitable for HRTEM inspection were
prepared by standard procedures and examined using a Philips
CM200 FEG analytical microscope operating at 200 kV.
3. Results and discussion
Figures 1(a) and (b) show the surface morphology and lateral
surface profil obtained from the AFM images of two samples
bombarded at 50◦ off-normal incidence for 20 min (a) and
180 min (b). Two morphologies are clearly observed, a
smaller rippled one with a wavelength in the range of 30–
50 nm and amplitude of 2–5 nm and a larger sawtooth-like one
with a wavelength in the 200–700 nm range and amplitude
of 50–100 nm. Both structures are oriented perpendicular
to the ion beam projection on the substrate surface, which
is consistent with theoretical predictions [14]. The smaller-
wavelength ripple feature dominates the surface morphology
for sputtering times shorter than 20 min, while it appears
superimposed onto the larger-wavelength sawtooth-like
structure for sputtering times longer than 20 min. Regarding
the temporal evolution of both features, the ripple structure
does not undergo large changes, whereas the amplitude and
wavelength of the sawtooth-like structure coarsen with time. In
fact, the latter structure determines the relatively high surface
roughness (σ ) observed, which is displayed in figur 2. The
morphological evolution of this structure shows a faceting
process for t  60 min. This feature can be observed in the
profil displayed in the bottom part of figur 1(b), which
presents sharp and slanted facets parallel to the ion-beam
direction. Given that we have obtained the same angle of
the saw-tooth morphology for different substrate orientations
with respect to the ion incidence direction, we can conclude
that faceting is not related to a specifi crystal orientation but
rather to geometrical shadowing. This effect is induced by the
growth of the ripple amplitude, and implies that the top part of
the ripples shadows the bottom part of the structures from the
ion beam, with the effect of relatively larger erosion at surface
protuberances and production of slanted faces [18].
It is interesting to note, as derived from the AFM images,
that although the sawtooth-like morphology is predominant
as the sputtering process proceeds, the nanoripple structure
is still present even after 6 h of ion sputtering. Thus, our
data indicate that the silicon substrate should be sputtered for
times shorter than 60 min in order to avoid the formation
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Figure 1. Three-dimensional view of AFM images under (a) off-normal incidence after 20 min, (b) off-normal incidence after 180 min,
(c) normal incidence after 10 min and (d) normal incidence after 960 min. A characteristic surface profil of each AFM image is shown
below the corresponding image. In (a) and (b) the surface profil is taken along the projection of the ion-beam direction onto the substrate
surface. Note the different scales in the horizontal and vertical axes in the surface profiles
of the rough sawtooth structure and keep the dimensions of
the ripple in the nanometre range, which could be important
for nanotechnological applications. A complete study of the
mechanisms and evolution of the sawtooth-like structure is in
progress and will be presented in a future publication [19].
For normal ion incidence, figure 1(c) and (d) show the
formation of nanodot structures with a height of ∼6 nm and
a diameter of 40–50 nm. The nearest-neighbour distance
between dots tends to be a time-independent constant, at least
up to 16 h of ion bombardment. Because of tip convolution
effects, the dot shape has to be assessed by HRTEM rather
than by AFM. The HRTEM images show that the nanodots
are crystalline, except for an amorphous layer ∼2 nm thick
on the surface, and with a lenticular shape (6–7.5 nm height
and 40–60 nm width) [5]. It is known [20] that residues
of low-sputtering material present on the sputtered surface
can cause the development of conical features. However,
we believe that this effect is not the origin of the nanodot
morphology because, first the substrates are subject to a
cleaning procedure prior to being mounted into the sputtering
chamber. Second, the reproducible self-organization of the
pattern seems inconsistent with this effect. Third, recent
experiments performed at substrate temperatures of 200 ◦C,
at which the residues present on the substrate surface are
more efficientl removed, lead essentially to the same kind
of pattern [21].
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Figure 2. Surface roughness (σ) for off-normal (•) and normal (◦)
ion incidence as a function of the sputtering time.
In addition to this analysis, AFM imaging allows us to
study both the self-organization of these nanostructures and
their roughness and height distributions. The autocovariance
of the AFM images confirm that these nanostructures self-
organize into a short-range hexagonal symmetry [5]. Above
20 min of sputtering, a long-wavelength corrugation develops.
This feature coarsens with time, being evident in the AFM
image sketched in the top part of figur 1(d). From the surface
profil shown from this image (bottom part of figur 1(d)),
we can see that after 16 h of sputtering this corrugation is
∼500 nm wide and <5 nm high. Despite the coarsening
effect, the low amplitude of the corrugation implies that the
surface roughness, σ (see figur 2), is mainly determined by
the nanodot structures, since it attains a saturation value once
the nanodot structure is formed, i.e. after ∼2 min of sputtering.
This result is in clear contrast with the behaviour observed for
off-normal sputtering experiments, in which the appearance
and further development of the larger structures lead to an
evident increase in the roughness. It should be recalled that the
etching rate is higher for the normal-incidence configuratio
than for the off-normal-incidence set-up. In fact, it is worth
mentioning the extremely low value of the surface roughness,
∼2 nm, obtained under normal-incidence conditions even after
16 h of sputtering, i.e. after a layer ∼50 µm thick of the silicon
substrate has been etched away.
Finally, AFM data allow us to study the evolution of the
average nanodot height and density with sputtering time. The
results are shown in figur 3. We observe that the nanodot
density (a) attains a constant value of ∼3.5 × 1010 dots cm−2
after 10 min of ion sputtering. This trend in the dot density
seems to imply a slight coarsening of the nanodot diameter
as observed by AFM, although tip convolution effects do not
allow us to quantify this precisely. However, the nanodot
height average values (b) can be reliably obtained from the
AFM data. It is observed that this value lies in the 6–7 nm range
for all the samples studied. Considering slight changes, we can
say that the height of the dot increases with time until it reaches
a maximum value of ∼7 nm around 2 h of IBS. For times longer
than 2 h, the height starts to decrease and then saturates for
longer times (8 h) at ∼6 nm. At this point we should consider
the role of the substrate heating induced by the impinging ions.
This process, which may be slow, could be related to the change
in dot density and height, particularly over the firs 10 min of
sputtering. In order to assess the importance of this effect,



































Figure 3. Average dot density (a) and height (b) as functions of the
sputtering time for normal incidence. Solid curves are guides to the
eye.
experiments on the influenc of the substrate temperature on
the nanodot pattern (particularly on the nanodot dimensions)
are needed. We expect to report on these experiments shortly.
Summarizing the above observations, we have found
rather different behaviours of the surface morphology and dy-
namics simply when considering two different ion-incidence-
angle conditions for a given IBS system. We can compare our
observations with the available theories of surface morphol-
ogy under IBS. It is well known [14, 17] that the local ero-
sion depends on the incidence angle, through its anisotropic
dependence on the local surface curvature. The anisotropy
arises from the physically different roles of the direction on
the substrate parallel to the projection of the ion beam and the
perpendicular direction. The continuum model of surface dy-
namics under IBS for amorphous or amorphizable materials by
Bradley and Harper (BH) [14] and its generalizations [15, 16]
account satisfactorily for our observations in the sense that they
predict the production of an assembly of dots or pits at normal
incidence and a periodic ripple morphology at oblique inci-
dence angles, both of which occur as the result of the interplay
between an instability due to the sputtering yield dependence
on the local surface curvature and surface diffusion smoothing
processes. However, at a more detailed level, there are features
of our present experiments which are difficul to explain within
the BH model [14]. We believe that this is due to the failure
of the approximations implicit in such a linear model. On the
one hand, for normal incidence we observe the nanodot struc-
ture to stabilize into a stationary state, while the prediction
of the BH model is the occurrence of unbounded amplitude
growth. This effect can possibly be accounted for by the non-
linear dependences of the local etching velocity on the surface
slopes [15, 16]. On the other hand, both the BH model [14]
and its non-linear extensions [15] assume small surface slopes
across the substrate, thus neglecting shadowing effects among
different surface features. However, these assumptions are
clearly seen to fail in our oblique-incidence experiments. In
conclusion, our experiments coincide in a wide sense with the
current theoretical understanding of surface dynamics under
IBS. However, we believe that our results also point out some
of the limitations of the available theoretical models. Further
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developments on this side are clearly desirable in order to com-
pletely understand our experimental system, and to understand
morphology dynamics under IBS from a general point of view.
4. Conclusions
IBS is a suitable technique for the nanopatterning of silicon
surfaces. Under off-normal ion incidence, both ripple and
sawtooth-like morphologies are produced. The latter coarsens
with time, leading to an appreciable increase of the surface
roughness. Under normal-incidence conditions, the sputtering
process leads to the formation of hexagonal arrays of crys-
talline nanodots. After 10 min of sputtering the average height
of the nanodots, the surface roughness and the surface nanodot
density have reached an essentially constant value. The marked
differences observed for the time evolution of the two kinds of
nanopattern are due to the anisotropy in the ion-beam config
uration in the off-normal situation. Comparison of the main
qualitative features of our results with the existing theoretical
descriptions of IBS allows us to attribute the main morpho-
logical features observed to an interplay between an instability
intrinsic to the sputtering process and surface diffusion.
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